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PAN/TILT
Range Pan : 360°(Endless) / Tilt : 95°

Pan/Tilt Speed
Preset : 360°/sec
Manual : 0.05~360°/sec (Zoom Proportional)
Swing : 1~180°/sec

Preset 128 Presets with Labels / Independent Preset Characteristic Setup
Pattern 4 Patterns (Approx. 5 Minutes for Each Pattern)
Swing 8 Swings
Group 8 Groups (MAX. 20 Entries for Each Group)

Other Functions Auto Flip, Auto Parking, Power-up Action & etc

SIGNAL SYSTEM CV-N36S CV-N22C
Image Device 1/4" SONY ExView CCD 1/4" SONY Super HAD CCD

Effective Pixels 768[H] x 494[V], 380K 768[H] x 494[V], 380K
H. Resolution 520 TV Lines 480 TV Lines

S/N Ratio More than 50 dB More than 48 dB (AGC Off)
Zoom x36 Optical, x12 Digital x36 Optical, x12 Digital

Focal Length F1.6~4.5, f=3.4~122.4mm F1.6, f=3.9~85.8mm
Min. Illumination 1.4 Lux (Color, DSS Off) / 0.01 Lux (B/W) 1.0 Lux (Color) / 0.001 Lux (B/W)

Day & Night Auto / Day / Night(ICR) Auto / Day / Night(DSS)
Focus Auto / Manual / Semi-Auto

AE Mode Auto / Iris / Shutter / Manual
White Balance Auto / Manual (Red, Blue Gain Adjustable)

BLC On / Off
Flickerless On / Off Windows XP Embedded

MECHANISM SPECIFICATION
Communication RS-485

Protocol Pelco-D, Pelco-P Selectable
Privacy Zone** 8 Zones
Sensor In/Out Built-in 4 Input / 2 Output

OSD English On / Off
Fan/Heater Built-in

Power
AC Type : AC 24V / 1.5A
DC Type : DC 12V / 2.5A

Dimension Dome : ø149 mm / 5.9"

Weight
Housing :206(ø) x 235(H) mm / 8.1"(ø) x 9.2"(H)
Approx. 5 kg / 11 Lbs

Operating Temp. -30~50°C / -22~122°F

Camera Specifications

NetPromax 
2540 Corporate Place, B-107
Monterey Park, CA 91754

sales@netpromax.com
www.netpromax.com

Phone:    323.269.9157
Toll Free: 800.916.9566
Fax:         323.269.9161

Accessories

4
4 2

5.9 432VANDAL
PROOF

Weatherproof


